How to Increase your
windows Internet speed less
than 2 minutes

By Prof. Shashikant V. Athawale

Now a day most of the people want to access internet with windows
machine and users of internet increase rapidly but now question is
that most of the time we found problem due to slow Internet speed
just imagine if our window machine speed get increase by 20% most
of time windows will blocks 20% of your internet speed for updates
and for others system requirements, all windows product such as
windows 7 ,8 and windows 10 suffer from internet speed but less than
2 minutes we can increase windows internet speed by using following
steeps. We are showing for windows 10

Step 1) Press (win logo+R) to open run window, and then type
‘gpedit.msc’ press enter
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Description:

The Group Policy Administrative
Templates nede contains all registry-
based policy information.

Name
software Settings
ijduws Settings

strative Templates

Extended AStandard/

File Action View Help

e am = H

|/ Local Computer Policy

~ il Computer Configura
| Software Settings
| Windows Setting
| Administrative T¢

~ i, User Configuration
| Software Settings
| Windows Sefting
| Administrative Te

| Administrative Templates
Network

Description:
Allows configuration of components
of the operating system used by a
client computer to connect to a
network. This includes DNS settings
and Offline Files.
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QoS Packet Scheduler

Limit reservable bandwidth

Edit policy setting

Requirements:
At least Windows Server 2003
operating systems or Windows XP
Professional

Description:
Determines the percentage of
connection bandwidth that the
system can reserve. This value limits
the combined bandwidth
reservations of all programs running
on the system.

By default, the Packet Scheduler
limits the system to 20 percent of the
bandwidth of a connection, but you
<can use this setting to override the
default.

If you enable this setting, you can use
the "Bandwidth limit" box to adjust
the amount of bandwidith the system
can reserve.

If you disable this setting or do not
configure it, the system uses the
default value of 80 percent of the
connection.

Important: If a bandwidth limit is set
for a particular network adapter in the
registry, this setting is ignored when
configuring that network adapter.

Setting state Comment
ZJDSCP value of conferming packets

T1DSCP value of non-conforming packets

TLayer-2 priority value

[E]Limit outstanding packets Not configured No

No

[E]set timer resolution

Not configured

Extended [, Standardl

7) And then edit the bandwidth limit(%)and set it to “0” (default 20 erase
‘20’ and mark it as ‘0’)
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Supported oni [Af least Windows Server 2003 operating systerns or Windows XP Professional e =
Enabled Mo
Mot configured Mo
Options: Help:
Bandwicth imiz (%) [0 = Determines the percentage of connection bandwidth that the
systern can reserve. This value limits the combined bandwidth
reservations of all pragrams running on the system.
By default, the Packet Scheduler limits the system to B0 percent
of the bandwidth of a connection, but you can use this setting to
override the default.
If you anabla this setting, you can use tha "Bandwidth lirmit’ box
to adjust the amount of bandwidth the system can rezerve.
If you dizable this setting or da not configure i, the system uses
the default value of 80 percent of the connection.
Important: If a bandwidth limit is set for a particular netwark
adapter in the registry, this setting is ignered when configuring
that netwark adapter.
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E} Limit reservable bandwidth Next Setting

O Not Configured  Comment: State Comment
(@ Enabled
() Disabled
Supperted on: [ At least Windows Server 2003 operating systems or Windows XP Professional Mot configured Ne
Enabled Mo
Not configured No
Options: Help:

o - Determines the percentage of connection bandwidth that the
system can reserve. This value limits the combined bandwidth
reservations of all programs running on the system.

Bandwidth limit (35):

By defautt, the Packet Scheduler limits the system to 80 percent
of the bandwicth of 2 connection, but yeu can use this seiting to
overide the default.

If you enable this setting, you can use the "Bandwidth limit" box
to adjust the amount of bandwidth the system can reserve.

If you disable this setting or do not configure it, the system uses
the default value of 80 percent of the connection.

Important: If a bandwidth limit is set for a particular network
adapter in the registry, this setting is ignored when configuring
that network adapter.
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After this Click apply and close group the second point is that the Reboot
of computer is compulsory to make it work As a result, it's no longer
enough that your browser take It's quickly feedback now you enjoy
better speed of internet you seen never before.
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